
 

 

 
 
 
 

  
 
 EVERFLOW CURING TANK are versatile enough to handle curing procedure for cement 

factories. 
 EVERFLOW Curing Tanks are sturdy, with double walled construction. Complete inner 

Chamber made of HIGHLY POLISHED STAINLESS STEEL.  
 Outer Chamber is made of mild Steel Sheet finished with powder coat paint (or) Stainless 

Steel.  Gap between the walls is filled with special grade glass wool for proper insulation.  
 Drain plug is provided to facilitate easy emptying and cleaning of the inner chamber.  
 The Unit is provided with space for uniform circulation. It is supplied with hinged lid. 
 3 Nos of ISI marked Immersion heating elements are fitted at bottom (1.5 KW each). 
 Temperature is generally controlled by Digital Temperature Controller Cum Indicator with  

PT 100 Sensor from 5 deg. above ambient to 100 deg C with an accuracy of +/- 2 deg C. 
 The water circulating pump with a capacity ¼ (or) ½ HP to circulate the water in order to 

maintain the uniform temperature. 
 Suitable to operate on 440 V,  Three phase, 50 c/s, 4 wire system. 

 
 

 
Capacity :     
9 Moulds of 150mm. in 3 tier. 
 
Inner Chamber Size :   
12”(W) x 26”(H) x 24”(L) 
 
Temp. Range :  
Ambient to 55°C for Warm Water Method. 
Ambient to 99°C for Boiling Water Method. 

 
Other Optional Accessories 

 
 MCB Switch for Overload Protection 

 
 Digital Timer.  
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