
 

 

 
 
 

 

 
 
Specifications  
Model No                          : VERTICAL  
Type                                  : Stand Mounted 
Over All Size                    : L 1300 x D 880 x H 2050 mm 
Working Area                   : L 1200 x D 580 x H 600 mm 
Material of construction    : GI galvanized steel with Epoxy Polyester Thermosetting Powder 
     Coating  (or)  Complete Stainless Steel 304 grade.  
Working Table                   : Made of perforated stainless steel - satin finished 
Front Slash                         : Made of Glass Door – Auto sliding 
Cleanliness                        : Class 5 as per ISO 14644 –1 (replaces US FED STD 209 E) 
Air Balancing                    : 70% re-circulation and 30% exhaust 
Particle retention              : 0.3 Micron & above 
Inflow Velocity                 : 100 FPM ± 5 
Down Flow Velocity         : 80 FPM ± 5 
Noise level                         : 65 decibel on “A” scale ± 5 
Ultra Violet Lamp  : 3 Feet, 30Watts – PHILIPS – HOLLAND Make – 1 No. 
Illumination   : 4 Feet, 40Watts Florescent Tube Lights 
Standard Accessories  : Pressure manometer, Additional power point, Gas inlet nozzle, 
          floor leveling screws, wire chord 
Power Supply   : 230 VAC, Single Phase, 50Hz 
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‘EVERFLOW’ BIOLOGICAL SAFETY CABINETS – CLASS II TYPE A2 
 


