
              
 

 

 

HEATING MANTLES (OR) DIGESTORS  FOR C.O.D.  
The Unit consists of a compact rectangular box section of light metal alloy, housing the heating elements and 
built-in energy regulator controls.  The flexible and elastic heating elements ensure closer contact with the flask 
surface and even distribution of heat over the contact surface which minimizes the breakage of glassware.  High 
thermal insulation of glass wool backing the heating elements, minimizes the heat losses. Every flask recess is 
provided with a pilot lamp and a regulator or toggle switch.   
 
Supplied with two vertical and one Horizontal rods, neon lamp indicators, toggle switches. Energy regulators, cord 
and plug for 230 V, 50 c/s., AC. 
 
Capacity  No. of Tests.   Rating 
500 ml.  3 Test, 3 Regulator  450 W 
500 ml.  6 Test, 6 Regulator  900 W 
 
 
GLASS ASSEMBLIES FOR OPEN REFLUX METHOD 
 
 500ml. Round Bottom Flask, short neck with Interchangeable  

24 / 29 joint.  Liebig Condenser 200mm with 24/29 joint for 3 Test 
 
 ---do--- for 6 tests. 
 
 
ACCESSORIES FOR FITTING THE ASSEMBLIES   

 
 Condenser Clamp with Bose Head to hold glass parts. 
 Rubber Tubing (Extra Soft) for connecting the assemblie 
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COD APPARATUS (OPEN REFLUX METHOD) 


