
 

 

 

 
Conradson Carbon Residue Apparatus 

 
CARBON RESIDUE APPARATUS (CONRADSON) 
It is made as per IP 13, ASTM D- 189 Specifications . It is useful to determine amount of Carbon Residue when an oil is 
evaporated under Specified Conditions. The apparatus consists of spun sheet iron crucible 25 c c Capacity, Sheet Iron hood 
and sheet iron block on a stand, gas Burnor. 
 
Offered as under 
 Conradson Carbon Residue single Test Apparatus (Gas Burner)  
 Conradson Carbon Residue Apparatus Electrically Heating model With Energy Regulator Control  
 Conradson Carbon Residue Four Test Apparatus. (Gas Burner)  
 Conradson Carbon Residue Apparatus Electrically Heating model with Seperate Energy Regulator Controls  
 
 

CARBON RESIDUE APPARATUS (RAMSBOTTOM) 
 

 

It is made as per IP 14, ASTM 524 and IS 1448 (P: 8)- 1967 Standrads. The apparatus consists of a solid metal bath having 5 
wells to accomodate cocking bulbs, The heavy duty heating elements provided around the bath. Supplied with 5 cocking 
bulbs, and one syringe.  
 
Offered as under 
 
 Rams bottom Carbon Residue Apparatus with temp. regulation by energy Regulator, thermocouple and Digital Temp. 

Indicator, in separate cabinet. 
 
 Rams bottom Solid state electronic digital temperature  controller PID type in seperate unit  
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