
 

 

 

 
 

KINEMATIC VISCOMETER APPARATUS (IP-71 and IS 1448 (P-25) 1976) 
This viscometer bath is used to maintain the correct constant Temperature for estimating Kinematic 
Viscosity of Oils & Petroleum product.  In this type of bath various viscometers may be fixed as n internal 
part of bath. The bath is rectangular in shape.  Inside tank made of Stainless Steel Sheet.  On two sides 
toughened glass provided for full visibility of objects. 
 
The bath is controlled by an electronic relay and Digital Temperature Controller range 5°C above room 
temperature upto 95°C.  Accuracy + 0.1°C.  Stirring is done by a F.H.P. electric motor stirrer.  It is supplied 
with Viscometer tube holders and S.S. Cover.  
 
Available in following Models 
KV Bath suitable for 4 Viscometer tubes. 
KV Bath suitable for 6 Viscometer tubes. 

 
SUPPLIED WITHOUT VISCOMETER TUBES AND VISCOMETER TUBE HOLDERS. 

 
 

 
VISCOMETER TUBES (Various)   
 
Viscometer U tube BS/U Size A,B,C,D,E,F,G & H. 
Viscometer U tube Rever Flow (for Opaque Liquids) SIZE : 2,3,4,5,6,7,8,9,10 & 11. 
Viscometer Cannon Fneske, Direct Flow BS/IP/CF Viscometer Range Size : 100,150,200, 
250,300,350,400,450,500 & 600 
Viscometer Suspended level BS / IP / SL SIZE 1, 1A, 2, 2A, 3, 3A, 4. 
 
VISCOMETER HOLDER. 
Electronic Stop Watch. 
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