
 

 

 

 

 VICAT NEEDLE APPARATUS AS PER IS:2542(PART-2) WITH DASHPOT 
It consists of :    Vicat Mould.  Glass plate.  Initial Needle.  Final Needle.  
Consistency Plunger. 

  
 
 
 

 

 

 
 LIQUID LIMIT DEVICE AS PER I.S. 2720 (Part V), I.S.9259 & B.S : 1377 
Liquid  Limit  Device Hand Operated  :  I t  consists of a  hard  rubber  base 
carrying a  s l id ing carr iage  asse mbly to  which a  brass  cup is  hinged.  The 
cup is  ra ised and al lowed to  fal l  through a  height  of   1  cm.  by the help of  
lead screw provided at  the back of  the s l id ing carriage.  It  i s  f it ted with 
automatic  revolut ion  counter .  Supplied complete with  Casagrande 
grooving tool  and gauge block.  

 
 

 
 

 

 
It is used for the determination of the consistency of freshly mixed concrete, where the maximum size of 
the aggregate does not exceed 38mm. 
 
Specifications :  The Apparatus consists of one slump cone with handles and foot pieces.  The slump cone 
has internal dimensions 20cm. dia at base 10cm. top dia. and 30cm. height. Foot pieces can be fixed to the 
clamps on the base plate.  The base plate has lifting handle for easy transportation.  One graduated steel 
rod 16mm. dia. x 600mm. long. Rounded at one end and graduated in mms. Is also supplied.  
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