
 

 

 
 
 
 
 
 
 

 
Thermograph 
Chart Range       :  40°C 
Temperature measuring range : -20°C to +60°C 
(With floating zero adjustment) 
Maximum Indicators Error   :  +/- 0.5°C. 
Smallest chart division   :  0.5°C 
Recording Clock    :  Battery operated electronic Quartz clock. 
Drum Rotation time    : 1. Daily recording type 25.5 hours. 
      : 2. Weekly recording type 7 days 10 hrs. 
Recording chart No.    :  DT-1 for Daily type. Set of 100 charts. 
      :  WT-1 for weekly type set of 55 charts. 

 
 

 

 
 
 
 
Hair Hygrograph 
Relative Humidity Range    : 0 to 100% 
Maximum Indication Error  :  +/- 3% 
Smallest Chart Division  :  1% 
Recording Clock   :  Battery operated electronic quartz clock 
Recording Chart No.   : DH-1 for Daly type. Set of 100 charts 
     : WH-1 for weekly type set of 55 charts.  
 

 

 

 
 
 
 
Thermo-hygrograph 
Measurement Ranges    :  -10°C to +45°C & RH – 0 to 100% 
Maximum Indication Error   :  + 0.5°C & +3% RH 
Smallest Chart Division   :  1°C & 1% RH 
Recording clock    :  Daily Quartz Clock. 
Drum Rotation time    :  25.5 hours. 
Drum Height     :  180.0mm. 
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