
 

 

 

TAR VISCOMETER APPARATUS 
As per IP 72 and is 1206 standards. It is used for determination the 
viscosity of road oils and cut back bitumen. It consists S.S. Bath with cup 
of 10 mm or 4mm orifice and sleeve, Stirrer with lifting clip and ball. The 
assembly kept on Suitable stand with levelling Screws. Suitable to 
operate on 220 Volts AC Mains. 
 
 Electrical Heating with energy Regulator Control  
 Electrical Heating with Electronic Digital Temperature Indicator and 

Regulator.  
 

ENGLER VISCOMETER APPARATUS 
As per IP 212 and ASTMD-490. Used for determining the Viscosity of 
lubricating and fuel oils. 
 
 Electrical Heating with energy regulator control  
 Electrical Heating with voltage varrier (copper coil)  

 
 

 
SAYBOLT VISCOMETER APPARATUS 
Made as per ASTMD-88 specifications with Universal and Furol Jets 
made of Stainless Steel. Stirring is done by hand with turn table 
arrangement (without Strainer, withdrawl Tube and glass wares). 
Suitable to operate on 220 Volts AC mains. 

 
 Electrically Heating with Energy Regulator Control. 
 Electrically Heating with Energy Regulator and Electronic Digital 

Temperature Indicator. 
 Single Tube Saybolt Viscometer with Control Panel Double walled 

Bath with Digital Electronic Temperature Controller and FHP Motor 
Stirrer. 

 

 

 
FLOW CUP VISCOMETER 
This type of cup has been in popular use for many years and confirms to 
IS 3944-1965 specifications. These are available in following sizes. Jet 
No. B-1, B-2, B-3, B-4, B-5 & B-6. 
 
 Flow cup viscometer with Stand and Screws  
 Spare brass cup with any size Jet   
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