
 

 

 
 
 
 

 

 

 
PARSHALL FLUME:  (1 cusecs)  
Supply of fiber glass reinforced plastic (FRP) make Parshall 
flume with 3” throat width for accurate measurement of 
water flowing through channels with moulded engraved 
gauge marking in liter / sec. and also in centimeter including 
discharge table, capacity marking flow direction, hold fasts 
and sand treatment of back side of flume etc.…  
   

 
 
 
 

 

Cut Throat Flume  
Supply of fiber glass reinforcement plastic (FRP) molded Cut 
Throat Flumes without any joint, accurate in dimensions and 
having smooth and uniform surface.  With engraved gauge 
marking in centimeter, lit/sec and cusecs on both side of 
flume at upstream side and only in centimeters at 
downstream side with engraved Discharge table inserted in 
flume with lamination. Capacity marking, flow direction, 
holdfast and sand treatment on back side of the flume…  
 Cut Throat Flume-Section 20 x 90 cm with discharge 

capacity 1 cusecs. 
 Cut Throat Flume-Section 20 x 90 cm with discharge 

capacity 2 cusecs 
 

 
 
 

 

 
V-Notch  
Supply of V-Notch type weir with MS plate fixed in box made 
of FRP for accurate measurement of flow in open channel 
with engraved gauge marking in centimeter, lit/sec on both 
side of flume and capacity marking, flow direction, holdfast 
and sand treatment on back side of the notch  
 
 Supply of V-Notch having discharge capacity 15 lit/sec of 
section 20 x 40 cms with upstream and downstream channel  
 
Supply of V-Notch having discharge capacity 30 lit/sec of 
section 25 x 50 cms with upstream and downstream channel  
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