
 

 

 

 
Convenient and effective system designed to produce large batches of uniform tuberculosis culture medium four to six 
times per day. 
Vessels containing culture medium are incubated ona  shallow tray which is in contact with water held at a constant 
temperature 85°C within a tank, so ensuring that the temperature of the vessels is constant. 
Vessels containing culture medium are placed in a shallow tray which itself rests inside a tank containing water. 
The surface of the tray is a series of sloping steps, and will hold tubes. 
The tray and seamless tank are made of polished stainless steel (SS-304 grade). 
Outer body made of CRC sheet duly powder coated.  
Gap between inner & outer chamber is filled with high grade glass wool insulation for minimum thermal loss. 
Automatic Microprocessor based PID Digital temperature Controller with Led display of both set and process values. 
 
Capacities  50 Tubes  100 Tubes  200 Tubes  250 Tubes 
 

 

‘EVERFLOW’ INSPISSATOR LAB TYPE (INCUBATOR TYPE) 

 
Triple Walled water jacket chamber is made of stainless steel sheet and outer M.S Sheet duly finished in POWDER 
COATING. The Heating is achieved by an immersion element which is controlled by a Digital Temperature Controller cum 
Indicator up to 85  C with an accuracy of + 1  C.  Trays are placed at an angle inside the chamber at regular intervals of 
Heights. And the media bottles or tubes are kept at angle on the trays.  

Control Panel:  The equipment is provided with side Control panel consisting of controller. ON/OFF switch and  two pilot 
lamps. cord and plug suitable to operate on 220 V, single phase, 50 Hz, AC supply. wire and plug;  

 
To Hold:  50 Tubes                100 Tubes              200 Tubes   250 Tubes. 
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‘EVERFLOW’ INSPISSATOR BATH – WATER JACKETED 


